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(2) The specific designated work posi-
tion at the mine to which the plan ap-
plies; 

(3) A detailed description of the spe-
cific respirable dust control measures 
used to abate the violation of the res-
pirable dust standard; and 

(4) A detailed description of how each 
of the respirable dust control measures 
described in response to paragraph 
(b)(3) of this section will continue to be 
used by the operator, including at least 
the specific time, place and manner the 
control measures will be used.

§ 71.301 Respirable dust control plan; 
approval by District Manager and 
posting. 

(a) The District Manager will approve 
respirable dust control plans on a 
mine-by-mine basis. When approving 
respirable dust control plans, the Dis-
trict Manager shall consider whether: 

(1) The respirable dust control meas-
ures would be likely to maintain com-
pliance with the respirable dust stand-
ard; and 

(2) The operator’s compliance with 
all provisions of the respirable dust 
control plan could be objectively 
ascertained by MSHA. 

(b) MSHA may take respirable dust 
samples to determine whether the res-
pirable dust control measures in the 
operator’s plan effectively maintain 
compliance with the respirable dust 
standard. 

(c) The operator shall comply with 
all provisions of each respirable dust 
control plan upon notice from MSHA 
that the respirable dust control plan is 
approved. 

(d) The operator shall post on the 
mine bulletin board a copy of each cur-
rent respirable dust control plan ap-
proved by the District Manager. 

(e) The operator may review res-
pirable dust control plans and submit 
proposed revisions to such plans to the 
District Manager for approval.

Subpart E—Surface Bathing Facili-
ties, Change Rooms, and San-
itary Flush Toilet Facilities at 
Surface Coal Mines

§ 71.400 Bathing facilities; change 
rooms; sanitary flush toilet facili-
ties. 

Each operator of a surface coal mine 
shall provide bathing facilities, cloth-
ing change rooms, and sanitary flush 
toilet facilities, as hereinafter pre-
scribed, for the use of miners employed 
in the surface installations and at the 
surface worksites of such mine. (NOTE: 
Sanitary facilities at surface work 
areas of underground mines are subject 
to the provisions of § 75.1712 of this 
chapter et seq.)

§ 71.401 Location of facilities. 
Bathhouses, change rooms, and sani-

tary flush toilet facilities shall be in a 
location convenient for the use of the 
miners. Where these facilities are de-
signed to serve more than one mine, 
they shall be centrally located so as to 
be convenient for the use of all miners 
served by the facilities.

§ 71.402 Minimum requirements for 
bathing facilities, change rooms, 
and sanitary flush toilet facilities. 

(a) All bathing facilities, change 
rooms, and sanitary flush toilet facili-
ties shall be provided with adequate 
light, heat, and ventilation so as to 
maintain a comfortable air tempera-
ture and to minimize the accumulation 
of moisture and odors, and the facili-
ties shall be maintained in a clean and 
sanitary condition. 

(b) Bathing facilities, change rooms, 
and sanitary flush toilet facilities shall 
be constructed and equipped so as to 
comply with applicable State and local 
building codes. However, Where no 
State or local building codes apply to 
these facilities, or where no State or 
local building codes exist, the facilities 
shall be constructed and equipped so as 
to meet the minimum construction re-
quirements in the National Building 
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